
Product Features

Designer Frameless Glass Showers, Balustrades, Pool Fencing & Doors

Sentinel  Decorate 

 glassfittings

Sentinel Decorate glass provides endless

creative possibilities through the inclusion

of decorative inserts or coloured film,

sealed and preserved between two panels

of toughened safety glass.

The decorative inserts can encompass

a range of options, including:

• Coloured digital film

• Wallpapers

• Fabrics

• Woven metal mesh - various apertures

• Images; including logos, graphics or 

photos

 

Besides providing exciting decorative opportunities, Sentinel Decorative is also a superior safety glass 

providing added strength and security through laminated glass processing.



Designer Frameless Glass Showers, Balustrades, Pool Fencing & Doors glassfittings

Sentinel  Laminated Glass 

Sentinel options 

◊  Toughened laminate
◊  Performance laminates
◊  Coloured laminates
◊  Decorative laminates 
 
 
Sentinel size ranges 

◊  3mm - 12mm thick toughened safety glass
◊  Maximum 36mm thick combined thickness
◊  Interlayers available 0.38, 0.76, 1.52 thickness
◊  Maximum glass size: 3200 x 2200
◊  Minimum glass size: on request 
 
 
Sentinel pricing 

◊  Available on request, depending on glass size, combinations and interlayers used. 
 
 
Sentinel product specifications 

◊  Length and width tolerances 2mm
◊  Alignment +/- 2mm
◊  Bow is not to exceed 1:300
◊  Normal tolerances for toughened glass apply
◊  Hole misalignment of 3mm
◊  Inclusions and bubbles are acceptable if not visible from 3m
◊  Laminated glass will show distortion between the two or more pieces of glass and this is considered  
     normal and acceptable. It may be more noticeable from distortion from the toughening process and
     is considered normal. 
 

Sentinel warranty 

◊  User shall determine the suitability, or not, of laminated glass for their project and any sale is 
     subject to the Terms & Conditions on our website.
◊  Laminated glass has issues as a product which should be considered when being used. Not limited 
     to; New Zealand’s high UV, rain and high humidity, and these must be considered.
◊  Any shrinkage, delamination or discolouration around the edge of laminated glass is considered 
     normal and is more likely to increase over time.
◊  Normal industry glass standards apply to inclusions in the glass or applicable edgework.


